POLE: TYPE 1B

CONDUIT GARE COPS , #3 1/2_PULL BOX INSTALLED
GROUNDING 2 G, BARE COPPER BONDING AS PER CS) STANDARD
BUSHING (TYP.) BOLT GROUNDING CLAMPS PLAN DETAIL E-02
METALLIC |
#8 AWG BARE COPPER
PVC COATED BONDING CONDUCTOR (TYP) ]
NIPPLE
FOUNDATION 10" MAX.
CAP fimil
,-Iw_c i I LN R 2P EiE IR 5
N X FIN. GRADE % i
UL LISTED GROUND CLAMPS 34 s
SUITABLE FOR CONCRETE ¢
ENCASEMENT OR DIRECT
BURIAL. INSTALL CLAMPS T T

ON ALL ANCHOR
BOLTS (TYP.)

ANCHOR BOLT
W /EXTENSION
(TYP)

UL LISTED GROUND CLAMP
SUITABLE FOR BELOW GRADE
APPLICATION (TYP.) (SINGLE
CLAMP MAY BE USED IF

5 /8" DIA. COPPER-CLAD
OR 3 /4" DIA. GALV. STEEL CONDUCTOR (S CONTINUOUS)

X 10’ LONG GROUND ROD

RIGID METALLIC PVC COATED CONDUIT (TYP.)

RICID METALLIC PVC COATED COUPLING (TYP)

FOUNDATION: TYPE AS INDICATED

RIGID METALLIC PVC COATED 90" FACTORY ELBOW

NOTES:

1. 'B:ft)gglNPC(;) (SROUNDING DETAIL FOR USE WITH GALVANIZED RIGID STEEL PVC COATED CONDUIT AND PULL BOX WITHIN 10
2. THE GROUND ROD SHALL BE INSTALLED AT AN OBLIQUE ANGLE NOT TO EXCEED 45 DEGREES FROM THE VERTICAL.
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